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1 3 PHASE 200 - 500 V MOTOR
2 ASME PRESSURE VESSEL
3 DIESELPURE COALESCING ELEMENT
4 LIQUID FILLED PRESSURE GAUGES
5 CONTROL PANEL (C.S.A. APPROVED)
6 INLET ISOLATION VALVE
7 CONTINUOUS DUTY GEAR PUMP
8 WATER DRAIN VALVE
9 DRIP TRAY
10 LID BOLTS
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11 OPTIONAL HEATER - 120 V OUTLET
12 WATER SENSOR
13 FUEL INLET/SUCTION
14 LIFT POINTS
15 FILTERED FUEL OUTLET
16 STAINLESS STEEL BRAIDED FLEXLINE JIC
17 PRESSURE BYPASS VALVE
18 STRAINER
19 CHECK VALVE
20 MECHANICAL PRESSURE SWITCH
21 STEEL PALLET
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INSTALLATION NOTES:
A. SYSTEM POWER IS 208-240V 3 PHASE 50/60 HZ.  (OPTIONAL 380/500 V 3 PHASE OR 120 V MOTOR MUST BE SPECIFIED ON P.O.)  ALL ELECTRICAL CONNECTIONS SHALL BE IN ACCORDANCE WITH THE WIRING DIAGRAM PROVIDED AND SHALL BE PERFORMED BY A CERTIFIED ELECTRICIAN.
B. EXTERNAL PIPE TO BE MECHANICALLY PROTECTED FROM DAMAGE.
C. PIPING SHOULD INCLUDE THE MINIMUM NUMBER OF JOINTS POSSIBLE.
D. SUCTION LINE FOR ABOVEGROUND TANKS REQUIRE AN ANTI-SIPHON VALVE IF THE DIESELPURE UNIT IS INSTALLED WITH THE PUMP INLET BELOW THE NORMAL LIQUID LEVEL OF THE TANK.
E.  FUEL INLET AND FILTERED FUEL OUTLET ARE 1" THROUGH-ENCLOSURE COUPLINGS.  
F.  NO NORMALLY CLOSED VALVES SHOULD BE IN THE RETURN LINE TO THE TANK.
G.  AS DEPICTED, THE UNIT SHOULD BE INSTALLED AS CLOSE AS POSSIBLE TO THE TANK.  RETURNING FILTERED FUEL TO THE OPPOSITE END OF THE TANK FROM THE SUCTION LINE IS RECOMMENDED (EITHER EXTERNALLY AS SHOWN OR BY USE OF INTERNAL TANK PIPING).  PIPING SHALL BE PERFORMED BY TRAINED AND QUALIFIED PERSONNEL ONLY.
H.  SYSTEM SHALL BE BOLTED DOWN FOR PERMANENT INSTALLATION ONLY.
 I. NOTE: A 120 V SINGLE PHASE DEDICATED 15 A CIRCUIT IS REQUIRED FOR OPTIONAL IMMERSION HEATER.  
PLEASE REFER TO THE WIRING DIAGRAM PROVIDED WITH YOUR UNIT FOR COMPLETE DETAILS.
J.  IF DOUBLE WALL PIPING IS USED, PLEASE CONSULT YOUR SUPPLIER FOR PIPE TRANSITION DETAILS.  DO NOT DRILL HOLES IN THE ENCLOSURE.  





