
FOOT VALVES

FOOT VALVES AND 
EXTRACTORS
Foot valves are used to maintain the prime in suction system fuel lines. Single 
poppet foot valves are typically used where easy access to the valve is 
available. Double poppet models offer twice as much protection for maintaining 
the prime. Both 1½" models can be used with 320 foot valve extractor fittings.
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Model Description
A B Weight

In mm In mm Lbs Kg

5010501 ½" single 1.44 37.00 2.75 70.00 0.75 0.34

5110001 ½" double 1.44 37.00 4.00 102.00 1.18 0.54

7510501 ¾" single 1.69 43.00 2.75 70.00 0.94 0.43

7610001 ¾" double 1.69 43.00 4.00 102.00 1.31 0.60

10010501 1" single 2.00 51.00 3.00 76.00 1.12 0.51

10110001 1" double 2.00 51.00 4.25 108.00 1.56 0.71

15020201 1½" single 2.75 70.00 4.25 108.00 3.12 1.42

15120001 1½" double 2.75 70.00 5.38 137.00 4.38 1.99

20020001 2" single 3.44 87.00 4.88 124.00 4.38 1.99

20120001 2" double 3.44 87.00 6.75 172.00 6.44 2.92

HIGHLIGHTS
•	Metal-to-metal poppet seating.

•	24 stainless steel screen protects the valve from debris.

•	All valves are pressure tested to ensure accuracy.

SPECIFICATIONS

•	Body: brass.

•	Poppet: brass.

•	Screen: 24 mesh brass.

•	1/2" foot valve has a stainless steel screen

Model
Size A B

In mm In mm In mm

32030201 4× 4 × 1.5 102 × 102 × 38 5.5 139.7 7.25 184.15

32030202 4 × 4 × 2 102 × 102 × 51 5.5 139.7 7.25 184.15

Model
Inlet Female 

Thread
Inlet Male 

Thread Outlet Thread Top Thread

In mm In mm In mm In mm

32030201 1.50 38.00 4.00 102.00 1.50 38.00 4.00 102.00

32030202 1.50 38.00 4.00 102.00 2.00 51.00 4.00 102.00

Model Description

32010201 Suction stub adapter

32010301 Cap assembly

32110001 Extractor wrench

32010401 Kit - cap with gasket

•	Body: zinc-plated cast iron.

•	Cap: bronze.

•	Suction stub adapter: bronze.

•	Gasket: leather.
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