G2-4

A-51°® Incandescent Fixtures
Classified Area Suitability and Weights

Class | Div. 1 and Div. 2 Groups C and D

Fixture Lamp Supply
Unit Watts Without Reflectors Standard Dome 30° Angle High Bay Wire
AAU1IN 100W A19 T5 T5 T5 = 125°C
100W A21 T5 T5 T5 _ 125°C
AAU15N 150W A23 T3C T3C T3C _ 125°C
200W A25 T3C T3C T3C N 125°C
200W PS25 T3C T3C T3C - 125°C
300W PS25 T3C T3A T3A (D) _ 125°C
AAU2ZNS 200W PS25 T3C T3C T3C _ 110°C
200W PS30 T3C T3C T3C - 110°C
300W PS25 T3C T3C T3C _ 110°C
300W PS30 T3C T3C T3C _ 110°C
AAUSNS 500W PS35 T3C T3C T3C _ 135°C
500W PS40 T3C T3C T3C _ 135°C
Class | Div. 1 and Div. 2 Groups A, B, C and D
AAUA1S 150W A23 T3C T3C T3C - 110°C
150W A25 T3C T3C T3C _ 110°C
200W A25 T3C T3C T3C _ 110°C
200W PS25 T3C T3C T3C _ 110°C
AAUA2 200W PS25 T3C T3C T3C _ 110°C
200W PS30 T3C T3C T3C _ 110°C
300W PS25 T3C T3C T3C _ 110°C
300W PS30 T3C T3C T3C _ 110°C
Class Il Div. 1 and Div. 2 Groups E, F and G
AAU1N 100W A19 T3C T3C T3C _ 125°C
100W A21 T3C T3C T3C _ 125°C
AAU15N 150W A23 T3C T3C T3C = 125°C
200W A25 T3C T3C T3C _ 125°C
200W PS25 T3 T3 T3 _ 125°C
300W PS25 T3 _ 125°C
AAU2ZNS 200W PS25 T3C T3C T3C - 110°C
200W PS30 T3C T3C T3C _ 110°C
300W PS25 T3C T3C T3A (EF) _ 110°C
300W PS30 T3C T3C T3A (EF) _ 110°C
AAUSNS 500W PS35 T3C TG T3C - 135°C
500W PS40 T3C T3C T3C 135°C

Group A Pendant Mount only. NOTE: Ambient suitability of these incandescent fixtures: 40° C

Weights
Fixture Units Mounting Hoods Guards Standard Reflectors 30° Angle Reflectors High Bay Reflectors
Cat. No. Wt, Lbs. Cat. No. Wt,, Lbs. Cat. No. Wi, Lbs.  Cat. No. Wa., Lbs. Cat. No. Wt., Lbs. Cat. No. Wt., Lbs.
AAU-1N 7.6 Pendant 1.3 AAGU-1 4’ AARP-28T 2.8 AARP-2AN 33 AARE-2HB 2.9
AAU-15N 7.6 Ceiling 4.8 AAGU-2 .8 AARW-158T 2.1 AARW-15AN 2.1 AARE-5HB 3.9
AAU-2NS  10.7 Stanchion 1.6 AAGU-5 1.9 AARW-28T 2.9 AARW-2AN 2.4
AAU-5NS  20.3 Long Bracket 8.9 AAGUA-15 B AARW-58T 4.3 AARW-5AN 7.0
AAUA-15  15.0 Short Bracket 4.8 AARW-158T 24 AARW-15AN 2.1
AAUA-2 18.0
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G2-5

gmg g),;ﬁ Tamg e A-51° Incandescent Explosionproof
Class Il, Div. 1 and 2 Lighting Fixtures: Factory Sealed
g{::sps;“E,F,G Suitable for use in Wet Locations.

UL 1598, UL 844

Hub Size Catalog
Type (Inches) Number
Pendant
One hub, rigid or flexible mounting.
60-100 Watt (AAU-1N) 1/2 AP1050
A-21 3/4 AP1075
1 AP10100
150-300 Watt (AAU-15N) 172 AP1550
A-23 PS-25 3/4 AP1575
1 AP15100
200-300 Watt (AAU-2NS) 1/2 AP2050
PS-30 3/4 AP2075
1 AP20100
300-500 Watt (AAU-5NS) 1/2 AP5050
PS-35 3/4 AP5075
1 AP50100
Ceiling
Four hubs and three close-up plugs.
60-100 Watt (AAU-1N) 1/2 AC1050
A-21 3/4 AC1075
1 AC10100
150-300 Watt (AAU-15N) 1/2 AC1550
A-23 PS-25 3/4 AC1575
1 AC15100
200-300 Watt (AAU-2NS) 172 AC2050
PS-30 3/4 AC2075
4] AC20100
300-500 Watt (AAU-5NS) 1/2 AC5050
PS-35 3/4 AC5075
1 AC50100
25° Stanchion (Not UL Listed)
One hub
60-100 Watt (AAU-1N)
A-21 1-1/2¢ AN10150
150-300 Watt (AAU-15N)
A-23 PS-25 1-12¢ AN15150
200-300 Watt (AAU-2NS)
PS-30 1-12¢ AN20150
300-500 Watt (AAU-5NS)
PS-35 1-1/2¢ AN50150

*For specific classified area suitability of each fixture listed, see table on page G2-4. #1-1/2" tapped hub furnished with a 1-1/2" to 1-1/4” reducer.
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G2-7

A-51© Incandescent Explosionproof
Lighting Fixtures: Mounting Hoods,
Fixture Units, Globes, Guards

Copper-Free Aluminum Fixture with Gray Epoxy Finish.
Mounting Hoods in Aluminum and Malleable Iron.”

Hub Size Catalog
Type (Inches) Number
Mounting Hoods*
Pendant
One hub, 1/2 AAP-50
rigid or flexible mounting 3/4 AAP-T5
1 AAP-100
Ceiling
Four hubs 1/2 AAC-50
and three 3/4 AAC-75
close-up plugs 1 AAC-100
25° Stanchion (Not UL Listed)
One hub 1-1/2 AAN-1501
Long Bracket
Four hubs 172 AALB-50
and three 3/4 AALB-75
close-up plugs 1 AALB-100
15° Short Bracket
Two hubs and 1/2 AASB-50
one close-up plug 3/4 AASB-75
Fixture Units
60-100W A-21 AAU-1N
150-300W A-23 & PS-25 AAU-15N
200-300W PS-30 AAU-2NS
300-500W PS-35 AAU-5NS
Prismatic Glass Globes
60-100W (AAU-1N) AAGL-1PR
150-300W (AAU-15N) AAGL-1PR
200-300W (AAU-2NS) AAGL-2PR
300-500W (AAU-5NS) AAGL-5PR
Aluminum Guards
sy 60-100W (AAU-1N) AAGU-1
E : I 150-300W (AAU-15N) AAGU-1
1R 200-300W (AAU-2NS) AAGU-2
| 300-500W (AAU-5NS) AAGU-5

11-1/2” Tapped hub furnished with a 1-1/2" to 1-1/4” reducer. * Pendant and stanchion mounting hoods are copper-free aluminum. Ceiling and
bracket types are malleable iron with aluminum adapters.
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Dimensions: A-51° Incandescent
Lighting Fixtures

A-51 Lighting Fixtures ;
4.69" (9.5mm) 5.38" t
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4.75"
(B.6cm) ,C {(12.1cm)

Stanchion Pendanté Ceiling Long Bracket Short Bracket
Size (Watts' A B C A B C A B C A B C A B C
Dimensions in Inches
60-100 11.47 1085 11.50 1225 1163 7.06 13.75.-..13.13 7.06 | 1375 1313 1238 | 1356 1294 9.13

150-300 1147 1085 11.50 12.25 11.63 7.06

13.75 13.13 706 | 1375 13.13 1238 | 1356 12.94 9.13

200-300 13.07 1238 12.71 13.94 13.256 8.81

1544  14.75 8.81 | 15650 1475 13.25 ] 1519 14.50 10.13

300-500 15.09 1434 14.64 16.00 1525 12.13

1750 17.75 1213 | 17.560 1675 1488 | 17.25 16.50 11.94

Dimensions in Centimeters

60-100 29.1 27.6 29.2 31.1 29.5 17.9

34.9 33.3 17.9 34.9 33.3 314 1344 329 232

150-300 20.1 27.6 29.2 31.1 29.5 17.9

34.9 33.3 17.9 34.9 33.3 314 | 344 329 232

200-300 33.2 314 32.3 354 33.7 224

39.2 375 224 39.4 37.5 337 |386 368 257

300-500 38.3 36.4 37.2 40.6 38.7 30.8

44.5 45.1 30.8 44.5 42.5 37.8 | 438 419 303

@For dimensions of fixture unit only, subtract pendant hood dimension

1.31” (3.3cm) from dimensions A and B as listed.

A-51 Reflectors* B¥ 5
i,

T Ly

B /}\ ; —
e ] [ s S
(s7) (HB)
Standard Dome (SI?JN)AngIe High Bay

Size Watts) | A B A B A 3
Dimensions in Inches
60-100 12.00 4.50 10.00 7.63 — —
150-200 14.00 4.38 10.00 7.63 — -
200-300 16.00 5.19 12.00 7.88 12.00 6.06
300-500 20.00 ) 6.84 18.00 18.13 18.00 9.13
Dimensions in Centimeters
60-100 30.5 11.4 25.4 19.4 - -
150-200 35.6 11.1 25.4 19.4 — —
200-300 40.6 13.2 30.5 20.0 30.5 15.4
300-500 50.8 17.4 45.7 33.3 45.7 23.2

*Dimensions illustrated are for porcelain steel (dome and angle) and etched Alzak aluminum (high bay). Overall dimensions for fiberglass
reinforced polyester reflectors are: standard dome—16-1/2" dia., 6” high; 30° Angle—14-3/8" dia., 10" high.
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